
PRESENTS

ABSOLUTE VERSATILITY!
The Optima Flex, equipped with the Canon 

detector CXDI-50RF provides optimal versatility 

and is capable of all types of RAD and 

fluoroscopy examinations.  In addition, the 

detector can be extracted from the table, an 

ideal configuration for imaging procedures on 

patients confined to a stretcher or bed, pediatric 

imaging, extremities or lateral exposures.
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THE OPTIMA TABLE
VERSATILE SOLUTION FOR EVERY TYPE OF 
EXAMINATION RAD/FLUORO/DIRECT
SID up to 180 cm
Table tilt +90°/-30°
Extractible R/F detector for direct examinations ‹ NEW!

FOR ALL TYPES OF PATIENTS
Long and wide table top (240 cm x 85 cm)
Supports up to 230 kg with no movement limitation
79 cm table top height (lowest fixed-height 
table on the market)

OPTIMAL PATIENT COMFORT
Ambient light for calm and zen environment
MP3 player
Brushless motors allow smooth and fluid mouvements

INTELLIGENT WORKFLOW
Fully motorized movements including tube rotation
Unlimited pre-positions linked to APR codes 
Camera integrated in the collimator for 
dose free patient positioning

THE CANON DETECTOR
CXDI-50RF DETECTOR SPECIFICATIONS
Technology	 Flat panel: 
	 cesium iodide scintillator (CsI)
Applications	 RAD / Fluoroscopy
Size	 35 x 43 cm
Pixel Pitch	 160 μm
Matrix	 2208 x 2688 (approx. 5.9 million pixels)
A/D conversion	 14-bit
DQE	 (1mR, 0 lp/mm): Min. 0.55% (@RQA5)
Display time	 2.4 sec for RAD, 
	 instantaneous for fluoroscopy
Frame rate	 Up to 30 images/sec
Dimensions	 493 x 503 x 26 mm (W x L x T)

OPTIMA FLEX: INNOVATION MADE IN FRANCE

HEADQUARTERS › 393 rue Charles Lindbergh - 34130 Mauguio — FRANCE 
FACTORY › Parc Scientifique G. Besse — 175 Allée Von Neumann - 30035 Nîmes — FRANCE 
Tel › +33 4 66 29 09 07 –  Fax › +33 4 67 50 49 09 –  www.dms-imaging.com

APELEM’S REMOTE CONTROLLED TABLE OPTIMA FLEX: 
ABSOLUTE VERSATILITY
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