
Nd:YAG and green laser for  
anterior and posterior segment 
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A.R.C. Laser GmbH
Bessemerstraße 14
D-90411 Nürnberg
Germany

  +49 (0) 911 217 79-0
 +49 (0) 911 217 79 99
info@arclaser.de
www.arclaser.de

Your local distributor:
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Nd:YAG and green laser for  
anterior and posterior segment 

VISIBLE AND INVISIBLE LASER RADIATION
AVOID EYE OR SKIN EXPOSURE TO 
DIRECT OR SCATTERED RADIATION

KTP LASER 532 nm = 3 Watt CW
Nd:YAG LASER 1064 nm = 30 mJ Pulse
DIODE LASER 635 nm = < 5 mW CW

Laser Nd:YAG 

Repetition rates 1 pulse per second

Pulse length 4 ns

Aiming beam Laser diode 635 nm, red

Micro offset 50 / 125 / 250 µm posterior

Wavelength 1064 nm

Burst mode 2 and 3

Output energy 25 mJ max. at 3 pulses

Energy adjustable in steps 0,5 / 0,7 / 1,0 / 1,3 / 1,6 / 2,0 /  
3,0 / 5,0 / 7,0 / 10 mJ

Mains supply 85 to 230 V~

The state of art KTP adapter on the HS/BQ makes this still the first class 
photocoagulator in the world. The Q-switch YAG is integrated into the 
slit lamp for easy use. 2 lasers in one lamp without restricting the view 
through the slit lamp.

FEATURES

KTP optical attachment:
Uncompromising and reliable.

Nd:YAG and KTP integrated. 
Easy to use, even on smallest space.

Advantages
Photocoagulation and Photodisruption with one slit lamphh

Less footprint and easy handlinghh

Specifications Nd:YAG

Specifications CLASSIC-KTP

LASER RADIATION
avoid exposure to beam

CLASS 4 LASER PRODUCT
  532 nm, P = 3 Watt
1064 nm, E = 30 mJ
 635 nm, P < 5 mW
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Laser KTP - 532 nm

Output power > 1,5 Watts*

Pulse length 10 ms to cw

Pulse interval 100 ms to 1,000 ms

Aiming beam 635 nm, 1 mW max.

Adapters Different slit lamps

Foot print 250 x 190 x 52 mm

Weight 3.3 kg - Complete

Power supply Rechargeable Batteries or 90 to 230 VAC

Fiber Attachments 2 Fiber ports

Accessories Indirect Ophthalmoscope / Endo probes

* at fi ber end
The device and the delivery 
system is protected by one 
or more patents. 
Technical data may 
change without notice.

LASER RADIATION
AVOID EXPOSURE TO BEAM
CLASS 3 B LASER PRODUCT

532 nm, P < 3 Watt
 635 nm, P < 1 mW

viSiBLE ANd iNviSiBLE LASER RAdiATioN
AVOID EYE OR SKIN EXPOSURE TO 
DIRECT OR SCATTERED RADIATION

KTP LASER 532 nm < 3 Watt CW
DIODE LASER 635 nm < 1 mW CW

Laser KTP - 532 nm (grün)

Ausgangsleistung > 1,5 Watt am Fiberende

Pulslänge 10 ms - cw

Pulspause 100 ms - 1.000 ms

Wiederholfrequenz Einzelpulse von 1 bis 9 Hz

Zielstrahl 635 nm, < 1 mW

Adapter Für Spaltlampen

Stellfl äche 250 x 190 x 52 mm

Gewicht 3,3 kg - komplett

Netzteil- Anschluß Aufl adbare Batterien / 90 - 230 VAC

Laser Ausgänge 2 Fibereinkopplungen 

Zubehör Indirektes Ophthalmoskop / Endo Probes

Technische Änderungen 
vorbehalten.

TEcHNiScHE dATEN

SPEciFicATioNS

SicHTBARE UNd UNSicHTBARE LASERSTRAHLUNG
Bestrahlung von Auge oder Haut durch direkte 
oder Streustrahlung vermeiden.
LASER KLASSE 4 
532 nm, P < 3 Watt / 635 nm, P < 1 mW 

Specifications are subject to 
change without notice.


